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Die Dettmer Reederei plante in 1993
ein vollkommen neues Tanklager in
Magdeburg am Elbufer mit Anbindung an
eine Tankwagenverladung, eine Kessel-
wagen Be- und Entladung sowie eine
Schiffsverladung.

M+F bekam den Auftrag, den kompletten
Umschlag der Mineralöprodukte zu reali-
sieren. Dies beinhaltete die Meßstrecken,
die Meßwerterfassung und Additivierung,
die Bühnensteuerung (SPS) und den
Verladerechner COTAS für die Ein- und
Auslagerung sowie die Mengen-
bilanzierung des Tanklagers.

In 1993, Dettmer Reederei  planned an
entirely new tankfarm at the Elbe river in
Magdeburg, East Germany. It was
planned to have access to a truck loading
terminal, a rail car loading and a barge
loading terminal.

M+F got the order to  supply the entire
loading and unloading of the oil
products. This included the meter runs,
flow computers and control of the gantry
(PLC) as well as the COTAS loading
computer for the loading and unloading
and the inventory control of the
tankfarm.
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MFX-90
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MFX-90
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MFX-90 PLC PLC

SERCON
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15" 15"
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Der COTAS-Verladerechner steuert den gesamten
Ablauf der Auslagerung der Mineralölprodukte über ein
ID-Kartenlesesystem, wodurch ein mannloser Verlade-
betrieb möglich ist. Dabei erhält der TKW-Fahrer auto-
matisch seinen Lieferschein über einen Servicedrucker
an der Ausfahrt.

Der COTAS-Verladerechner basiert auf einem mehrplatz-
fähigen SCO-UNIX Betriebssystem und läuft auf einem
PC. Ein Arbeitsplatz organisiert die Einlagerung und ein
weiterer die Auslagerung der Produkte. Ein weiterer
Arbeitsplatz dient der Stammdaten- und Systempflege.

COTAS ist über eine intelligente Schnittstelle mit den
folgenden Subsystemen verbunden:

Elektronisches Meßwerterfassungssystem einschl.
Additivsteuerung, Typ MFX_90
Freiprogrammierbare Füllbühnensteuerung,
Typ MSP_90
ID-Kartenlesesystem
Tankpegel- und Tanktemperaturmeßsystem,
Saab Tank Control

Der COTAS-Verladerechner koordiniert den organi-
satorischen Ablauf der Ein- und Auslagerung und führt
die komplette Mengenbilanzierung des Tanklagers durch.
Über Ethernet steht die Verbindung zum MUT-Rechner-
system.

Der MUT-Hostrechner überträgt die Order-Versand-
Daten über das Netzwerk zum COTAS-Rechner.
Der COTAS-Rechner wiederum übergibt unmittelbar
nach Beendigung eines Verladevorgangs die
Verladedaten an den Hostrechner.

Ein weiterer PC erhöht die Verfügbarkeit des Systems.
Dafür überträgt der COTAS-Rechner in definierten
Abständen seinen kompletten Datenbestand an diesen
weiteren Rechner. Im Falle eines Ausfalls werden die
Subsysteme über die Schnittstellen an den Reserve-
rechner umgeleitet, der dann die Aufgaben des COTAS-
Rechners übernimmt.

Die Fernwartung des Systems wird über ein Modem
durchgeführt, so daß im Störungsfalle in der Regel kein
Vor-Ort-Einsatz erforderlich ist. Änderungen an den
SPS-Abläufen können ebenfalls per DFÜ eingepflegt
werden.

The COTAS loading computer controls the complete
loading process of the oil products by using an ID-card
reader system that allows manless operation. The
truckdriver receives his bill of lading through a service
printer at the exit.

The COTAS loading computer is based on a PC with a
multi user SCO-UNIX operating system. One workstation
manages the truck loading and another workstation is
dedicated to the storage by barge, railcar or pipeline.
A third workstation is used for database and system
management.

The following systems are connected to the Loading
Computer via intelligent interfaces:

Flow Computer System MFX_90 incl. Additive Injection
System
Load Rack control system MSP_90 (PLC)
ID-card reader system
Tank Farm Management System (level and
temperature), Saab Tank Control

The COTAS loading computer manages the process of
loading and storage and provides for the inventory control
of the tankfarm. By Ethernet, it is connected to the host
system.

The MUT host computer sends the order data via network
to the COTAS system. Immediately after the loading
process, COTAS sends the loading data back to the host.

A redundant PC increases the availability of COTAS.
Therefore, it receives all existing data from COTAS in
defined intervals. In case of a breakdown, the subsystems
are linked to the redundant PC via intelligent interfaces.
This PC will then take over the functions of the COTAS
system.

A remote software maintenance system, using a modem
interface, enables analysis of failures and malfunctions so
that local support is usually not necassary. By remote data
transmission, Software updates of COTAS and the PLC
can be provided.

TKW-Verladung mit
Top- und Bottomloading Spuren

Truck loading bays for
top and bottom loading

Schiffsverladung
auf der Elbe

Barge loading
on Elbe river

Kesselwagen
Be- und Entladung

Railcar
loading and unloading

Die Einlagerung der Mineralölprodukte in Magdeburg
erfolgt über Kesselwagen und Binnenschiff. Die Auslage-
rung der Produkte erfolgt über den Verladeterminal in
Tankwagen.

Neben diesen Umschlagsprozessen steuert das COTAS-
Verladerechner System auch die Mengenbilanzierung im
Tanklager.

The storage of oil products in Magdeburg is provided by
the unloading of rail cars, barges and pipeline access. Out
of the tankfarm, the products are loaded into trucks at a
truck loading terminal.

Along with these processes, the COTAS loading computer
also manages the inventory control of the tankfarm.




